SAW CUT DETAIL
(CONCRETE )

ROAD SURFACE

T

LANE LINES

VM"W 80X

P.v.C DETAIL

(ASPHALT )

NOTES: |

3 NMERIM. REMOVED TO PLACE DETECTOR MUST
REPLACED BY SPECIFIED MATERIAL WITHIN

2.PLACE AL CONDUIT IN SAME TRENCH WHERE POSSIBLE.
3.PLACE aLL COMOUCTORS IN Saw CUT Cabt€
OR WIRE MUST BE PLACED AT BOTTOM OF DRY SLOT.
ErOXY SEAL WOT CONTADUIND ACETANE SOLVENT
SHALL BE USED TO CLOSE SAW

ROAD SURFACE

158 mm MIN.COVE
LANE LINES

150 mm MIN.COVER

SECTION B-B

SAW CUT 123 mm MAX. WIOE x 75 an MIN. SIZE,LOCATION 3 MMBER

COVER FILL WITH EPOXY (SEE NOTE 31 JURNS 45 SPECIFIED In 150 am "
NOTES 4.3 8 ON PLANS TRENCH 4O LOOP TRENCH
K
/—mo SURFACE BACKFILL WITH ot o

SECTION C-C

/SEE DETAIL "™
N |

CURB & GUTTER

e L 610 mm MIN.FROM GUTTER

SOLVENT WELD
38 mm DIA, SCH40 P.V.C.LLONDUIT WITH
13 mm D)A.SCH.4@ P.V.C.CONDUIT INSIDE

MAXIMUM_TRENCH WIDTH
CROS:

mu 150 mm Max.

" 190 om0 o 4,00 AL LOOPS 18 m + 36 m 6O SHALLER

SHALL HAVE 4 TURNS OF SINGLE CONDUCTOR
14 CABLE.ALL LOOPS 1.8 m « 4.2 m AND
LARGER SHALL HAVE 3 TURNS.

5.DETECTOR LOOP STATION AND OFFSET SHOWN
ON PLANS INDICATE LOOP CENTER.

6.L00P DETECTOR SWALL HAVE SEPARATE WIRE
FROM LOOP TO JUNCTION BOX.

19 mm DIA, SCH.40 P.v.C. CONDUIT

SECTION D-D

TAGGED.
PLACED COUNTER CLOCKWISE.
7.L00P DETECTOR [N TRENCH "A" SHALL HAVE
THREE TWISTS PER METER IN SAW CUT
AND 18 TWISTS PER METER IN CONDUIT.
8.0ETAIL TO BE USED AS INDICATED ON PLANS.
AL LO0PS MUST BE DISPECTED WO TESTED.
RESISTENCE TO CROUND
i 200, MILLION Ovms. A1 600
s:mes RESISTENCE IS NOT TO EXCEED 0.8 ohms.

SIZE, LOCATION & NUMBER
OF_LOCP TURNS AS SPECIFIED IN
NOTES 4 & 5 DN PLANS

ROAD SURFACE

SECTION

E

E

™0

SEE DETAIL "
e

CURB & CUTTER
¢ AN |

see noTes 687 PARKING OR SHOULOER
STOP BAR
TRENCH a
SEE NOTES 687
- SEE_NOTES.
' SEE,NOTES 610 mm MIN.
_“B STOP BAR | |

WATERPROOF SPL]

DETECTOR CIRCUIT
{2 CONDUCTOR NO.14 SHIELDED
POLYETHYLENE INSULATED CABLE!

CONDUIT TO CONTROL CABINET

CONDUIT TO LOOP

WATERPROOF BUSHING!
OR ACCEPTABLE l:lu.xluls
COMPOLND

DETAIL

38 mm DIA SCH4Q P.V.C.| N'IWI' Ilm ﬁ o OIASCH.
‘0 FV.CLWIV INS[(I TO BE
'0 EOGE OF Dll.

L 612 am MIN. FROM GUTTER
URB OR T PARKING OR SHOULDER

[————
see noTes 485 — E|E

[60 mm Min.

RS

19 mm DIA.SCH.4@ P.V.C.CONDUI

3= SEE_NOTES

()

ONLY PVC ELECTRICAL CONDUIT FITTING CAN BE USED.

ICE KIT.
(SPLICE IN BOX ONLY BY LICENSED ELECTRICIAN

STRANRDED INSULATED wiRe)

ALL DIMENSIONS ARE SHOWN IN MILLIMETERS (mm) UNLESS OTHERWISE NOTED.
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